-~~~ FERK()BLOCK

Insulated Concrete Form
by Lite-Form Technologies®

Flexs ock forming componenis should anly be assembled aid installed by workers who have been properly iralned. It |3 the installer’s
respansibility o mabe ware that raining is done befiore construction beging. Serious injury or death may result from safity harards caused hy
improper sssembly and installation of forming components| Before beginning. check local engineering aid bullding codes on cast-in-place conciele
conpiruciion The instructions in this puide cover typical butlding situstions and are not meant to replace spreific codes for engineciing o salely

Folding Flexx Block Form (16” X 48")

Top of Block If you are fabricating (cutting) corners en the job,
2" thick EPS sy begin masembly &t & comer and work toward center of wall

- Assemble “Long Corner™ for first course (row) of forms mnd
“Short Comer”™ on second course. Altsrnaie use of Long and
Short Comers up the wall. Reinforce common seams between
comers (page 10),
If you are using (he Pre-Fabricated Corner Block
(page 8), begin Installation al cormer, & continue theeugh 1o noxt
comer and custom-cul blocks as needed. With this technlque, o
common seam s not ereated, between comers, Altemats the
instaliation of Long snd Short Corners.
Save all eut sections. They may be used 1o assemble comers
Bliocks can be cut along reference lines (cvery 27) with handiaw
or hot-wire blade.
Cui Spacer Tie:

Tongue & groove
Interlocke

Concealed Furring
W-! 14X 18~
Falding Spacer Tiss Every &

with rebar pockets

Footing or Pad Preparations
Footing or pad must be level, uniform and wide enough f ;
Mﬂmmmmmmwmmmmwmﬁmmu Firu
course (row) of forms will be glued to the footing/pad, along the chalk line.

Inslde Diamatar of PVEC
Collat Should be 2K timas
thai o tha Rabar. Rebar
#nd FVC can be Purchasad
from a Building Materlgls
Supplior,
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